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1

specifications
Flat Storage

Double-pin clips for 
adjustable shelves

Heavy duty 
drawer glides

3” Heavy-duty casters

4” pulls

Standard Features:

SS6040-AC
Shown in premium finish

4 Drawers
Mobile  
w/Casters Wgt W" x H" x D" Description

SS6040-AC 409 48 x 36 x 30 4 Drawers

Overall Depth: 31"

SS1000-AC
Shown in premium finish

4 Adjustable Shelves
Mobile  
w/Casters Wgt W" x H" x D" Description

SS1000-AC 284 48 x 36 x 30 Open, 4 Adjustable Shelves

Overall Depth: 31"

Mobile  
w/Casters Wgt W" x H" x D" Description

SS1604-AC 407 48 x 36 x 30 Open, 4 Roll-Out Shelves

SS1605-AC 444 48 x 36 x 30 Doors, 4 Roll-Out Shelves

Overall Depth: 31"

4 Roll-Out Shelves

SS1604-AC
Shown in premium finish

Optional Features:

Deadbolt lock
(per location)

V112221 Version subject to change

Classic Construction: 
Classic cabinets (sides, back, bottom, sub-top & 
sub-bottom) are constructed using fully doweled 
0.75” particle board with double sided thermal fused 
laminate with matching 3mm PVC edge banding*.  

Top is matching, 1” double sided TFL with matching 
3mm PVC edge banding* over a 0.75” sub-top. 
Custom HPL top is optional on Classic models BUT 
standard on Premium models.  

Drawers are fully doweled 0.75” matching TFL box 
with matching 3mm PVC edge banding*, 0.75” TFL 
front with matching 3mm PVC edge banding*, 4” 
pulls, standard heavy duty side mount steel ball 
bearing glides.

Doors are 0.75” double sided TFL, matching 3mm 
PVC edge banding*, 4” pulls and 6-point adjustable 
concealed hinges (European hinge).

Shelves are double sided TFL, matching 3mm PVC 
edge banding* on front edge, adjustable shelves 
have four double-pin shelf clips per shelf to prevent 
the shelves from sliding out or tipping.

Integrated, 1” caster base, matching 3mm PVC edge 
banding*, 3” heavy-duty casters (two locking and 
two non-locking). Casters are installed onsite by
 others. 

*3mm PVC edge banding is matching, unless otherwise specified. 
Complementary color available upon request.

Premium cabinets are constructed the same as the 
Classic EXCEPT the Premium cabinet components 
are double sided high pressure laminate (HPL) in 

place of the double sided TFL.


