
wibenchmfg.com 507 E. Grant St. Thorp, WI 54771 • P - 800.242.2303
Specifications are subject to change. Product 

images are for illustrative purposes only and may 
differ from the actual product.

Classic Construction: 
The Classic Traditional Lectern cabinet w/wings 
(sides, back, bottom, sub-top & sub-bottom) are 
constructed using fully doweled 0.75” particle board 
with double sided thermal fused laminate with 
matching 3mm PVC edge banding.  

Drawers are fully doweled, 0.75” matching TFL front 
w/3mm PVC edge banding, 4” satin nickel wire pulls 
and standard full extension side mount steel ball 
bearing glides, deadbolt lock on each drawer.

Doors are 0.75” double sided TFL, matching 3mm 
PVC edge banding, 4” satin nickel wire pulls and 
6-point adjustable concealed hinges (European 
hinge), deadbolt lock.

Shelf is double sided TFL, matching 3mm PVC edge 
banding on front edge, adjustable shelves have four 
double-pin shelf clips per shelf to prevent the shelves 
from sliding out or tipping. 

Integrated, 1” caster base, matching 3mm PVC edge 
banding, 3” heavy-duty casters (two locking and two 
non-locking).  Casters are installed onsite by others.

Premium cabinets are constructed the same as 
the Classic EXCEPT the Premium cabinet components 
are double sided high pressure laminate (HPL) in 
place of the double sided TFL.
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3mm Tops:
The core material is .875” thick particle 
board with a phenolic backer sheet and 
high pressure laminate (HPL) on top & 
wings making the total top thickness at 1”.  
Matching WB Standard 3mm PVC edge banding is ap-
plied to all sides.

Optional top surface choices include most Wilsonart 
matte (-60) finish laminates with possible up charges. 
Other vendors available upon request.

There are two side wings that are 16”W x 18.76”D that 
have the ability to fold down using two 12” folding 
brackets per wing.

Shipping Class: Density Based Class 
NMFC#: Cabinets: 80440
Assembly: Each unit is factory assembled using glue 
and dowel construction.  Casters installed onsite by 
others.

Standard Features:

.75” fully doweled 
casebody construction

Wire pulls

6-point adjust hinge

4 double-pin clips

Dual wheel casters

Deadbolt locks12” folding brackets

(2) 16” Wings, 2 Drawers, 2 Doors, 1 Adj. Shelf, Deadbolt Locks, Casters
Model # Wgt Description W” x H” x D”

TL6900-AC 150 16” Wings 20 x 40 x 19”

Overall Depth: 20”

TL6900-AC
Shown in premium finish

Wings Fold Down 
On Each Side


